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ELECTRIC PUMP FOR DRUMS, IDEAL FOR PROGRESSIVE AND DUAL-LINE 
LUBRICATION SYSTEMS 

 
  
   
   

 
 
 
 

  
 

  FFLLOOWW  RRAATTEE::  112255CCMM33//MMIINN    

((00..446655  CCUU//IINNCCHH));;  

  MMAAXXIIMMUUMM  OOPPEERRAATTIINNGG  

PPRREESSSSUURREE::    

--TTHHRREEEE--PPHHAASSEE  MMOOTTOORR  

225500  BBAARR  ((33660000  PPSSII));;  

--SSIINNGGLLEE--PPHHAASSEE  MMOOTTOORR  

220000  BBAARR  ((22888800  PPSSII))  

  PPEERRMMIITTTTEEDD  LLUUBBRRIICCAANNTTSS::    

GGRREEAASSEE  UUPP  TTOO  NNLLGGII  22;;  

  PPUUMMPPIINNGG  SSYYSSTTEEMM  WWIITTHH  

CCOONNTTRROOLLLLEEDD  PPIISSTTOONN  

CCOONNTTRROOLLLLEEDD  BBYY  AA  CCRRAANNKK  

DDRRIIVVEE;;  

  RREETTUURRNN  LLIINNEE  CCOONNNNEECCTTIIOONN  

OONN  DDUUAALL--LLIINNEE  SSYYSSTTEEMMSS;;  

  EELLEECCTTRRIICC  MMOOTTOORR;;    

  SSUUIITTAABBLLEE  FFOORR  DDRRUUMMSS::  

((2200  ––  2255  --  5500  --  118800//220000))  

KKGG;;      

  IINNTTEEGGRRAATTEEDD  PPRREESSSSUURREE  

RREEGGUULLAATTOORR::    8800--225500  BBAARR..  

  

  

  

  MMOOUUNNTTEEDD  OONN  SSTTAANNDDAARRDD  

DDRRUUMMSS  OOFF  DDIIFFFFEERREENNTT  

CCAAPPAACCIITTIIEESS,,  TTHHEEYY  CCAANN  BBEE  

UUSSEEDD  IINN  AALLLL  TTYYPPEESS  OOFF  

IINNDDUUSSTTRRIIEESS  AASS  

LLUUBBRRIICCAATTIIOONN  PPUUMMPPSS,,  

TTAANNKK--FFIILLLLIINNGG  PPUUMMPPSS  OORR  

TTRRAANNSSFFEERR  PPUUMMPPSS..  

  DDUUAALL--LLIINNEE  PPRROOGGRREESSSSIIVVEE  

SSYYSSTTEEMMSS  

  AAPPPPLLIICCAATTIIOONNSS  WWHHEERREE  

CCOOMMPPRREESSSSEEDD  AAIIRR  IISS  NNOOTT  

AAVVAAIILLAABBLLEE  

  FFIILLLLIINNGG  AAPPPPLLIICCAATTIIOONNSS..  

  

  

The lifting hook allows for good manoeuvrability of the pump when changing barrels 
of grease. 

 

The CannonPump has been designed to meet the needs of 
applications that require the use of traditional drum pumps but 
in environments that do not use compressed air. 

The pump is operates using an electric motor that provides 
elevated flow and pressure levels. 

The pump is already equipped with a return line which allows the 
grease to return to the reservoir internally through the drum. 
This feature, by adding an inverter, allows it to be used to pump 
lubricant in a dual-line system. 

In this way, you avoid the complication of having to adjust the 
pipes that need to be connected to the follower plate. 

 
 
 
 

Heavy-duty 
alloys  

GENERAL TECHNICAL CHARACTERISTICS 

Supply voltage 230V/400V AC - 3Ph - 50Hz - 0.55 KW 
240/415V AC – 3Ph – 50Hz – 0.55 KW 
280/480V AC - 3Ph - 60Hz – 0.65 KW 
110V AC -1Ph - 60Hz – 0.9 KW 
230 -1Ph - 50Hz – 0.55 KW 
24V DC – 0.55 KW 

Flow rate 125 cm3/min (0.465 cu/inch) 

Maximum operating pressure 250 bar (three-phase motor) – 200 bar (single-phase 
motor) Pumping system with positive-return piston mechanism 

Pumping outlet connection G 3/8” 

Barrel delivery 20 Kg/25 Kg - 50 Kg - 180 Kg/200 Kg 

Lubricant Grease up to NLGI 2 

Protection degree IP55 

Reducer with screws and worm wheel R=50/1 

Connection On the drum cover with radial screw fastening 
  Integrated adjustable bypass pressure 

valve, 
 80 ÷ 250 bar 

Return to reservoir G 1/4" 
 

 

Vip5Controller 
High-performance system designed to control most of the small and medium-sized 
lubrication systems. 
 
The Vip5 controller can be used to construct a 
lubrication system using the CannonPump progressive 
distributors. 
It allows for easy configuration of operating 
parameters, the piloting of a solenoid valve for single-
acting pump systems and device monitoring of the 
sensors mounted on the progressive dividers. 

 

  

VIP5 PART NUMBER 
1639140 ÷ 1639155 

 
 

VIP5  1639140 ÷                
1639142 

 

CCHHAARRAACCTTEERRIISSTTIICCSS  

AAPPPPLLIICCAATTIIOONNSS  

TTEECCHHNNIICCAALL  IINNFFOORRMMAATTIIOONN 

Follower 
plate 

Drum lid 
 

Shaft 
 

Oil indicator 
 



 CCAANNNNOONNPPUUMMPP  

 
0 min/99 hours 

Off Mode 
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0 – 60,000 cycles 1 – 60,000 cycles 

Cycle sensor 
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Contacts  

ITALY 

Dropsa SpA 

Tel. +39 02-250791 

www.dropsa.com 

sales@dropsa.com 

OORRDDEERR  IINNFFOORRMMAATTIIOONN  

C2124PE WK 35/17 

 
Dropsa products can be purchased at Dropsa branches and authorised distributors. 
Go to www.dropsa.com/contact or write to sales@dropsa.com 

 

Distributor info: 

 

DRUM CAPACITY A B C 

20-25 kg 290 315 520 

50 kg 365 400 720 

180/200 kg 590 600 900 

 

PUMPS WITH FOLLOWER PLATE AND COVER 

PART 
NUMBER 

DRUM CAPACITY (Kg) VOLTAGE 

0234520 20 
230/400V AC 3Ph-50Hz-0.55kW 
240/415V AC 3Ph-50Hz-0.55kW 
280/480V AC 3Ph-60Hz-0.65kW 

0234550 25 

0234530 50 

0234540 180/200 

0234521 20 

110V AC 1Ph – 60 Hz – 0.9 kW 
0234551 25 

0234531 50 

0234541 180/200 

0234522 20 

230V AC 1Ph – 50Hz – 0.55 kW 
0234552 25 

0234532 50 

0234542 180/200 

0234523 20 

24V DC – 0.55 kW 
0234553 25 

0234533 50 

0234543 180/200 

 
 
 

PUMPS WITHOUT FOLLOWER PLATE AND COVER 

PART 
NUMBER 

DRUM CAPACITY (Kg) VOLTAGE 

0234525 20-25 230/400V AC 3Ph-50Hz-0.55 kW 
240/415V AC 3Ph-50Hz-0.55 kW 
280/480V AC 3Ph-60Hz-0.65 kW 

0234535 50 

0234545 180/200 

0234526 20-25 

110V AC 1Ph – 60 Hz – 0.9 kW 0234536 50 

0234546 180/200 

0234527 20-25 

230V AC 1Ph – 50Hz – 0.55 kW 0234537 50 

0234547 180/200 

0234528 20-25 

24V DC – 0.55 kW 0234538 50 

0234548 180/200 

 

PUMP ACCESSORIES AND SPARE PARTS 

DESCRIPTION PART NUMBER ACCORDING TO PUMP DIMENSIONS: 

 20 kg 25 kg 50 kg 180 / 200 kg 

Cover 1141601 1141606 1141603 1141605 

Follower plate 1141600 1141607 1141602 1141604 

     
OTHER REPLACEMENT PARTS 

PART NUMBER DESCRIPTION 

0234496 Bypass 

3133456 Lifter kit for drum, 200 kg 
 

 

REPLACEMENT MOTORS 

PART 
NUMBER 

VOLTAGE 

3301536 
230/400V AC 3Ph – 50Hz – 0.55 kW 
240/415V AC 3Ph – 50Hz – 0.55 kW 
280/480V AC 3Ph – 60Hz – 0.65 kW 

3301543 110V AC 1Ph – 60 Hz – 0.9 kW 

3301542 230V AC 1Ph – 50Hz – 0.55kW 

3301540 24V DC – 0.55 kW 

 

 

DDIIMMEENNSSIIOONNSS  ((NNOOTT  TTOO  SSCCAALLEE)) 

 

http://www.dropsa.com/
http://www.dropsa.com/contact
file://///gv-svr-dc01/SharedFiles/Quotes/IT/fb/original/dropsa@sales.com

