
Filteranlage für Ex-Bereich

Für den Ex-Bereich wurde eine Atexkonforme Filter-
anlage mit selbstreinigendem Kantenspaltfilter zur Filtra-
tion von lösemittelhaltigen Lacken angefragt. 
Gute Bedienbarkeit und übersichtliche Anbringung der 
einzelnen Komponenten stand im Vordergrund des 
Lösungskonzeptes von Wolftechnik. 

Der Auftrag zur Lieferung der Filteranlage mit Zahn-
radpumpenaggregat wurde erteilt und die Filteranlage 
konnte gefertigt werden. Das Resultat: gute, bezahlbare 
Qualität von Wolftechnik.

Filter unit designed for operation in 
explosive atmosphere

For potentially explosive atmospheres, we now offer 
an ATEX-approved self-cleaning edge wire filter 
designed for varnishes and paints containing solvents. 
In the development of this product, we focussed on 
user-friendly arrangement of the components and easy 
accessibility.

The customer liked our design and the order for the 
filter with gear pump unit was placed. Result: another 
customer enjoying the benefits of affordable quality 
engineering from Wolftechnik.
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ANWENDUNG IM DETAIL APPLICATION IN DETAIL

Filteranlage für Ex-Bereich.
Filter unit designed for operation in 
explosive atmosphere.


